
Discription Form Factor rack kit power battery balance in balance out Channels Outputs xlr in xlr out rca in rca out 1/8 in 1/8 out 1/4 in 1/4 out headphone out
Mixers
RM65b mic/line effect 1U 12vac 6 2 6 2 6 6 2 1
RM67 mic/line pager1U mains 3 2 7 2 3 8 4 1 2 1
RM70 line selector 1U mains 3 2 7 2 3 8 1 2 1
RM82 mic / line 1U mains 8 1 8 2 8 1 1 1 8
RM64 4 zone mixer 1U mains 2 4 6 4 2 4
RM68 2 zone mixer 1U mains 3 4 9 6
RM74 mic / line 1U 12vdc 2 2 6 4 2 8 2 1 2 1
RM219 line mixer 1U 12vac 1 2 10 4 1 2 2 18 2 1
MX153 mic / line 6.5 x 1.5 x 5 a 12vdc 2 5 2 2 6 2 1
MX122 line mixer 4 x 1.7 x 5 12vdc 1 2 5 2 1 8 2 2
GCI404 comp interfac 1.7 x 5.9 x  3.7 12vdc 1 3 3 1 4 2 1 1 1
MX22 mini mix 2.75 x 2.35 x 1.5 12vdc 2 2 2 2 1 1
MX51 mic / rca mixe3 x 5 x 1.25 12vdc 1 4 3 1 6 2 1 1 1
MX42 1/4-1/8 mixer 3 x 2 x 1.42 passive 4 8 2
MX41b rca mixer 3.6 x 2.7 x 1.42 passive 4 2 4 1 4 1
MX28 1/4 stereo mix4.25 x 1.75 x 4.5 12vdc 3 2 6 2 2
MX422 field mixer 9.5 x 7.25 x 2.375 12vdc 9V 6 2 4 2 4 2 2 2
MX34 camera mixer 6.3 x 3.7 x 1.4 12vdc 2 2 1 2 2 1 1
MX54 portable mic m5.3 x 3.7 x 2 12vdc 9V 3 2 3 2 3 2 2
MX124 portable mic m6.3 x 3.7 x 2.3 12vdc 9V 4 2 4 2 4 2 2
MX56c av mixer 6.5 x 2.7 x 1.55 12vdc 9V 1 1 4 2 1 1 1 1 1 1 1
MX44s 1/4-1/8 mixer 6 x 3.25 x 1.25 12vdc 9V 4 2 4 1 4 1

Discription Form Factor rack kit power Watts balance in balance out Channels Outputs xlr in xlr out rca in rca out 1/8 in 1/8 out 1/4 in 1/4 out headphone out
Amps
RA200 Stereo / Mono2u mains 100 / 200 in B 2 Stereo 3 2 2 2
RA235 Stereo 1U mains 35 2 Stereo 2 2 2
RA2100 Stereo / Mono2u mains 100 / 200 in B 2 Stereo 3 2 2 2
RA170 70 volt 1U mains 70 2 Mono 1 2 2
RA63s Distribution 1U mains 2 8 8 8
PA202 Mini power am4.25 x 1.5 x 2.375 24vdc 20 / 40 in Brid 2 Stereo 2 2

Discription Form Factor rack kit power Watts balance in balance out Channels Outputs xlr in xlr out rca in rca out 1/8 in 1/8 out 1/4 in 1/4 out headphone out
 Mixer /amps
MA2152 5 channel mix2U mains 100 / 200 in B 2 5 3 2 6 2
MA2355 5 channel mix1U mains 35 2 5 4 2 6 2
MA1705 5 channel mix1U mains 70 2 5 3 2 6 2
PA71 micro mix 4.25 x 2.375 x 1.5 12vdc 7 1 mono 2 1 2 1

Discription Form Factor rack kit power battery balance in balance out Channels Outputs xlr in xlr out rca in rca out 1/8 in 1/8 out 1/4 in 1/4 out headphone out
Headphone Amps



RA102 rack headpho 1U 12vac 2 10 10 2 2 10 10
RA62C rack headpho 1U 12vac 4 6 6 2 2 6 2 12
RA53b headphone am8.4 x 7.1 x 5 12vac 4 5 5 2 2 5 2 5
HA204 portable amp 3 x 4 x 1.25 12vdc 9V 4 4 1 4
HA43 headphone am4.15 x 3.45 x 1.16 12vdc 4 4 2 4 1 4
PM52 speaker line m2.25 x 2.5 x 1.25 PM52 REQUIRES A MINIMUM OF A 10 WATT AMPLIFIER TO FUNCTION 1 1 2

Discription Form Factor rack kit power battery balance in balance out Channels Outputs xlr in xlr out rca in rca out 1/8 in 1/8 out 1/4 in 1/4 out headphone out
Signal Sources
RS80 Digital  Tuner 1U mains 2 1 4 2 2 1
HR78 Half rack tune6.75 x 1.7 x 8 a 12vdc 1 3 2 1
HR73 MP3 recorder 6.75 x 1.7 x 8 a 12vdc 1 1 3 2 2 1 1
HR72 CD / MP3 play6.75 x 1.7 x 8 a 12vdc 1 3 2 1
MP322 MP3 player 6.5 x 4.25 x 1 a 12vdc 3 1 3 2 1

Discription Form Factor rack kit power battery balance in balance out Channels Outputs xlr in xlr out rca in rca out 1/8 in 1/8 out 1/4 in 1/4 out headphone ouusb
Signal Processors
MB15b level matching4.15 x 2.46 x 1.55 12vdc 2 2 2 4 2 2 4 4 1
MB35 level matching4.15 x 2.46x1.55 12vdc 2 2 2 4 2 2 4 4 1 1 2 1
SX21 Crossover 4.25 x 3.625 x 1.5 12vdc 1 2
SX45 Crossover 4.25 x 3.625 x 1.5 12vdc 1 2 6
DU30 Audio Ducker 4.25 x 3.625 x 1.5 12vdc 1 1 4 2
CL151 Gate/compres4.25 x 3.625 x 1.5 12vdc 2 1 1 1 1
RP221 Crossover 7.6 x 5.5 x 2.2 12vdc 4 2 4
SLC19 Level Control 4.8 X 2.8 X 1.6 passive 4 4 1 4 2 2 2 2
MP13 Mic Preamp 3.4 x 4.2 x 1.4 12vdc 1 1 1 2 1 1 1 1
SL33 Program Limt 4 x 3.35 x 1.5 12vdc 2 2 1 4 2 2 2 2
RP220 tube mic prea 2U mains 2 6 2 2 2 2 4
RP583 tube compres 2U mains 2 2 2 4 2 2 2 2
RP533 tube multi-pro 2U mains 1 1 1 2 1 1 1 1

Discription Form Factor rack kit power battery balance in balance out Channels Outputs xlr in xlr out rca in rca out 1/8 in 1/8 out 1/4 in 1/4 out headphone out
Direct Interface
ADB2 active direct b2  x 3.5 x 1.23 phantom 1 1 1 1 2
DB24 Stereo Direct 3.42 x 1.45 x 3.32 passive 2 2 2 2 2 2 1 2
DB25b direct box 4.5 x 2 x 1.65 passive 1 1 1 1 2
ADI6 active direct b2 x 3.5 x 5 phantom 9V 1 1 1 1 2
HE18 ground isolate4.15 x 2.46 x 1.55 passive 2 2 2 4 2 2 2 2
DB14 laptop/ boomb2 x 3.5 x 1.25 passive 1 2 3 1 2 2 1
MS20c mic splitter co 3 x 2.25 x 1.2 passive 2 2 2 2 2 1
Pi9 telephone inte2.7 x 1.45 x 2.32 passive 1 3 2 1
MM11 momentary m 2.5 x 3.25 x 1.5 passive 1 1 1 1 1 1
MS111 latching mic m2.5 x 2 x 3 passive 1 1 1 1 1 1



SS32 3 way switch 3.75 x 2.25 x 1.25 passive 2 6 2 3 1
RDB104 quad direct bo1U mains 4 4 4 4 8
RDB109 mic distributio 1U passive 1 10 10 1 10
DB225 direct box 4.15 x 2.75 x 1.55 passive 2 1 2 2 2

Discription Form Factor rack kit power battery balance in balance out Channels Outputs xlr in xlr out rca in rca out 1/8 in 1/8 out 1/4 in 1/4 out headphone out
Phantom Power
RPB486 rack phantom 1U mains 6 6 6 6 6 6
PB224 portable phan 5.5 x 2.7 x 1.75 12vdc 9V 2 2 2 2 2 2
PB223 duel phantom 5.45 x 2.87 x 2.25 12vdc 2 2 2 2 2 2
PB23 single phanto 3 x 2.75 x 1.5 12vdc 1 1 1 1 1 1

Discription Form Factor rack kit power battery balance in balance out Channels Outputs xlr in xlr out rca in rca out 1/8 in 1/8 out 1/4 in 1/4 out headphone out
Equalizers
REQ131 31 band EQ 1U mains 1 1 1 3 1 1 1 1 1 1
REQ215 stereo 15 ban 1U mains 2 2 2 6 2 2 2 2 2 2
REQ313 31 band EQ 2U mains 2 2 1 2 1 1 1 1
REQ315 stereo 15 ban 2U mains 4 4 2 4 2 2 2 2
EQ210 stereo 10 ban 6.4 x 3.7 x 1.25 12vdc 2 3 2 2 1 1
RPQ160b Parametric Eq1U mains 1 1 1 3 1 1 1 1 1 1

Discription Form Factor rack kit power battery balance in balance out Channels Outputs xlr in xlr out rca in rca out 1/8 in 1/8 out 1/4 in 1/4 out headphone out
Personal Monitors
PM55 stage monitor 3 x 2.5 x 1.25 12vdc 1 1 2 1 1 1 1 2
PM50sob stage monitor 3 x 2.5 x 1.25 12vdc 9V 1 1 2 1 1 1 1
PM351 3 channel mo 4.5 x 3.3 x 1.5 12vdc 1 3 3 2 1 3 2 2
PS16 PM power center 12vac 1 4 4 1 1 4

Discription Form Factor rack kit power battery balance in balance out Channels Outputs xlr in xlr out rca in rca out 1/8 in 1/8 out 1/4 in 1/4 out headphone out
Testing Devices
MO2020 Oscillator 4.25 x 3.75 x 1.75 12vdc 2 2
CS1000 cable tester 11.8 x 17.7 x 5.78 9V Tests 9 types of cables, send and receive See product for more detail.
CT1 cable tester 4 x 2.5 x 1.75 9V Test 1/4" TS, 1/4" TRS, RCA, XLR and MIDI cables
BT301 battery tester 2 x 2 x 1 Easy to read analog meter Tests small "coin" cells Tests 9V batteries Tests AA, AAA, C, D batteries
mu118 Digital Multimeter with Frequency Measurement and Temperature sensor.

Discription Form Factor rack kit power battery balance in balance out Channels Outputs xlr in xlr out rca in rca out 1/8 in 1/8 out 1/4 in 1/4 out headphone out
Sonic  Exciters
RSE261 Dual sonic ex 1U mains 2 4 2 2 2 2
RP562 Tube dual exc1U mains 2 2 2 4 2 2 2 3
SE162 exciter direct 4 x 4 x 1.5 12vdc 1 1 2 1 1 1

Discription Form Factor rack kit power battery balance in balance out Channels Outputs xlr in xlr out rca in rca out 1/8 in 1/8 out 1/4 in 1/4 out headphone ouusb 



Phono Preamps
VP530 tube usb phon6 x 2.5 x 5.4 15vdc 1 3 2 2 2 1
VP130 tube phono pr6 x 2.5 x 5.4 15vdc 1 2 2 2 2
VP29 solid state pho3.25 x 2 x 1.5 12vdc 1 2 2 2

Discription Form Factor rack kit power battery balance in balance out Channels Outputs xlr in xlr out rca in rca out 1/8 in 1/8 out 1/4 in 1/4 out headphone out
Clever Devices
RPM26 rack power & 1U mains single rack space, power distribution unit supplying 9 total switched AC power outlets
GS76 Game Show GS76 is a teaching aid for quizzing students on subject content and ideas. Contestants try to "Buzz In" with correct answers first, thereby blocking out other contestants. 
MP128 midi foot cont 17 x 5 x  x 1.5 12vdc MP128 is a MIDI foot controller designed to send MIDI program change on any of the 16 MIDI channels.
ABC904 3 route switch4 x 1.9 x 4.13 9V passive stereo or mono signal switching device designed to route a single signal to three outputs, or three input signals to a single output.
RP8 2 button foot sRP8 is a momentary contact foot switch with a single TRS 1/4" connector. The sleeve of the jack is common to the 2 switches and the tip connects to one switch and the ring to the other.
XLF112 female xlr to padapter
XLM113 male xlr to ph adapter
MSC106 mic stand clamp Stand bracket with tension adjustment screw - designed for attachment to any Rolls Accessory such as a PM50s, PM351, HA43 Pro, etc.
EB77 Earbuds impedance 32 ohms freq 50hz-20kHz
BC17 belt clip Belt clip for the PM series to attach to clothing.
URT5 rack tray 1U
R103 Security pane 1U
WP37 The WP37 is a single volume control wall plate. Designed for use with the RM64, RM67 and RM70 remote volume controls.

power Polarity
Power Adapter
PS115 15 vdc 800 M Tip negative
PS12 12 vac 800 Ma
PS12E 12 vac 800 Ma 230 volt European power adapter 
PS27 12 vdc 200 M Tip negative
PS27E 12 vdc 200 M Tip negative 230 volt European power adapter
PS27k 12 vdc 200 M Tip negative 230 volt UK power adapter
PS91ZM 9 vdc 400 Ma Tip negative


